




 

 

1.0 PURPOSE 

This document defines the specific requirements for an effective system to control the 



 

 

Product : All TAES-purchased raw material, bulk material, parts, subassemblies, units, 
software, firmware, and service. 

Rework: Used when an article can be made to conform to drawing requirements. 
Detailed instructions must be included or referenced. 

Repair : Used when the nonconforming article, material or service can be corrected to a 
usable condition, although its[(r)-6 (equi)27a3(t)-6.6m1(on,)-6,ng





 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

SUPPLIERS TAKE NOTE 
 

QUALITY PROGRAM PROVISIONS (PURCHASE ORDER)  

THE INDICATED QUALITY PROGRAM PROVISIONS WILL BECOME AN INTEGRAL 
PART OF THE PURCHASE ORDER. THE APPLICABLE QUALITY PROGRAM 
PROVISIONS ARE LISTED BY NUMBER ON THE FIRST PAGE OF THE PURCHASE 













 

 

136 SOURCE INSPECTION OF FIRST ARTICLE 

Teledyne’s 





 









 

 

232 Element Evaluation Class “H” Component Attach (EUTECTIC) 



 

 

233 Element Evaluation Class “K” Component Attach (EUTECTIC) 











 

 

293 BEST COMMERCIAL  PACKAGING  

Packaging and packing shall be in accordance with best commercial practices. 
Methods used shall be sufficient for protection against damage from normal 
handling, shipping, and storage conditions. ESD precautions shall apply as 
applicable. 



 

 

PURCHASE ORDER ATTACHMENT  
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