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Capacitance (Continued)

Dashed lines represent design characteristics; for specified guarantees, refer to AC Characteristics Tables.

tPLH vs Temperature (T



Capacitance (Continued)

Dashed lines represent design characteristics; for specified guarantees, refer to AC Characteristics Tables.
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Capacitance (Continued)

Dashed lines represent design characteristics; for specified guarantees, refer to AC Characteristics Tables.

tPZH vs Temperature (T A) CL = 50 pF,
8 Outputs Switching OE to Output
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AC Loading





Physical Dimensions inches (millimeters) unless otherwise noted

20-Terminal Ceramic Chip Carrier (L)



Physical Dimensions inches (millimeters) unless otherwise noted (Continued)

LIFE SUPPORT POLICY

NATIONAL’S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT DE-
VICES OR SYSTEMS WITHOUT THE EXPRESS WRITTEN APPROVAL OF THE PRESIDENT OF NATIONAL SEMI-
CONDUCTOR CORPORATION. As used herein:
1. Life support devices or systems are devices or sys-

tems which, (a) are intended for surgical implant into
the body, or (b) support or sustain life, and whose fail-
ure to perform when properly used in accordance
with instructions for use provided in the labeling, can


