
54ACQ240 • 54ACTQ240
Quiet Series Octal Buffer/Line Driver with TRI-STATE ®

Outputs
General Description



Truth Tables



Absolute Maximum Ratings (Note 1)

If Military/Aerospace specified devices are required,
please contact the National Semiconductor Sales Office/
Distributors for availability and specifications.

Supply Voltage (VCC) −0.5V to +7.0V
DC Input Diode Current (IIK)

VI = −0.5V −20 mA
VI = VCC + 0.5V +20 mA

DC Input Voltage (VI) −0.5V to VCC
VIK=VCCIKCC







AC Electrical Characteristics





Physical Dimensions inches (millimeters) unless otherwise noted (Continued)

LIFE SUPPORT POLICY

NATIONAL’S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT DE-
VICES OR SYSTEMS WITHOUT THE EXPRESS WRITTEN APPROVAL OF THE PRESIDENT OF NATIONAL SEMI-
CONDUCTOR CORPORATION. As used herein:
1. Life support devices or systems are devices or sys-

tems which, (a) are intended f133 T0(uTIONS1re)-3mplant(are)-309oEMI-


