
54ACTQ533
Quiet Series Octal Transparent Latch with TRI-STATE ®

Outputs
General Description
The ACTQ533 consists of eight latches with TRI-STATE out-
puts for bus organized system applications. The flip-flops ap-
pear transparent to the data when Latch Enable (LE) is
HIGH. When LE is low, the data satisfying the input timing re-



Connection Diagrams

Functional Description





DC Characteristics for ’ACTQ Family Devices (Continued)

54ACTQ

Symbol Parameter V CC TA = Units Conditions

(V) −55˚C to
+125˚C

Guaranteed
Limits

IOLD Minimum Dynamic 5.5 50 mA VOLD = 1.65V Max

IOHD Output Current
(Note 4)

5.5 −50 mA VOHD = 3.85V Min

ICC Maximum Quiescent 5.5 80.0 µA VIN = VCC

Supply Current or GND (Note 5)

VOLP Quiet Output 5.0 1.7 V (Notes 6, 7)

Maximum Dynamic VOL

VOLV Quiet Output 5.0 −1.2 V (Notes 6, 7)

Minimum Dynamic VOL

Note 3: All outputs loaded; thresholds on input associated with output under test.

Note 4: Maximum test duration 2.0 ms, one output loaded at a time.

Note 5: ICC for 54ACTQ @ 25˚C is identical to 74ACQ @ 25˚C.

Note 6: Plastic DIP package.

Note 7: Max number of outputs defined as (n). Data inputs are driven 0V to 3V. One output @ GND.

AC Electrical Characteristics
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Capacitance
Symbol Parameter Typ Units Conditions

C
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Physical Dimensions inches (millimeters) unless otherwise noted

20-Terminal Ceramic Leadless Chip Carrier (L)
NS Package Number E20A

20-Lead Ceramic Dual-In-Line Package (D)
NS Package Number J20A
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Physical Dimensions inches (millimeters) unless otherwise noted (Continued)

LIFE SUPPORT POLICY

NATIONAL’S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT DE-
VICES OR SYSTEMS WITHOUT THE EXPRESS WRITTEN APPROVAL OF THE PRESIDENT OF NATIONAL SEMI-
CONDUCTOR CORPORATION. As used herein:
1. Life support devices or systems are devices or sys-

tems which, (a) are intended for surgical implant into
the body, or (b) support or sustain life, and whose fail-


