
54ACTQ827
Quiet Series 10-Bit Buffer/Line Driver with TRI-STATE ®

Outputs
General Description
The ’ACTQ827 10-bit bus buffer provides high performance
bus interface buffering for wide data/address paths or buses
carrying parity. The 10-bit buffers have NOR output enables
for maximum control flexibility. The ’ACTQ827 utilizes NSC
Quiet Series technology to guarantee quiet output switching
and improved dynamic threshold performance. FACT Quiet
Series™ feature GTO™ output control and undershoot cor-
rector in addition to a split ground bus for superior perfor-
mance.

Features
n Guaranteed simultaneous switching noise level and

dynamic threshold performance

n Inputs and outputs on opposite sides of package allow
easy interface with microprocessors

n Improved latch-up immunity
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Physical Dimensions inches (millimeters) unless otherwise noted

28-Terminal Ceramic Leadless Chip Carrier (L)
NS Package Number E28A

24-Lead Slim (0.300" Wide) Ceramic Dual-In-Line Package (SD)
NS Package Number J24F
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Physical Dimensions inches (millimeters) unless otherwise noted (Continued)

LIFE SUPPORT POLICY

NATIONAL’S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT DE-
VICES OR SYSTEMS WITHOUT THE EXPRESS WRITTEN APPROVAL OF THE PRESIDENT OF NATIONAL SEMI-
CONDUCTOR CORPORATION. As used herein:
1. Life support devices or systems are devices or sys-

tems which, (a) are intended f133 T1(uTIONS2re)-3mplant(are)-309oEMI-


