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7.4 Universal M&C Windows for Outdoor SSPA Controllers ..........................
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1.3 Safety Considerations 
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2.3 Outdoor SSPA Controllers 
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An external alarm port is provided to allow maximum flexibility of configurations. This 
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2.6 Optional AC Distribution Box 
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4.1 Outdoor SSPA Controller Front Panel Menu Structure 
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When on this page, pressing the Enter key twice will open the Clear Faults Menu. The 
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eration. See 1:2 Phase combined operation section for details. 
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4.1.5 Outdoor Controller Options Sub-Menu 
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If using a Terminal mode protocol, the SSPA provides remote menu access through a 
HyperTerminal program or through an actual hardware terminal. 
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5.2 Serial Communication Protocol 
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5.2.5 Serial Communications Protocol 
 
Table 5-5 through Table 5-9 
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SSPA response string: 

Byte  
Position 

Byte 
Value 
(Hex) 

Description 

1 AA Frame Sync Byte 1 

2 55 Frame Sync Byte 2 

3 A Destination Address of PC request originator 

4 0 
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5.4 Terminal Mode Serial Protocol for Paradise Datacom SSPA 
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5.6.2 SNMP Interface 
 
SNMP-
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An agent is a software module that has local knowledge of management information 
and translates that information into a form compatible with SNMP: the Management 
Information Base (MIB). The agent can send traps, or notification of certain events, to 
the manager. Essentially, a Teledyne Paradise Datacom SSPA is considered a ñSNMP 
agentò. 
 



104  215735 REV D 









108  215735 REV D 





110  215735 REV D Manual, Outdoor HPO PowerMAX System 

Table 5-13: Outdoor Controller Detailed SNMP Conditions 
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7. Select settingValue.5 entity (SSPA Mute), set the value to 1 and click the Set 
button.  

8. Observe the Mute state on the SSPA change to a ñMute Onò state. See Fig-
ure 5-14. 

 
 

Figure 5-14: Getif MBrowser Window, Setting settingValue.5 to a Value of ‘1’ 
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+--devices(2) 

| 

+--paradiseDevice(1) 

| | 

| +--settings(1) 

| | | 

| | +--settingsEntry(1) [settingIndex] 

| | | 

| | +-- rwn Integer32 settingIndex(1) 

| | +--

rwn Integer32 settingIndex(1)devices(2)

| | +--
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6.2.1 Fan Replacement  
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6.7 Restoring Factory Settings 
 
Teledyne Paradise Datacom equipment comes with factory-preset settings specific to 
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Table 6-5: Required Settings, Maintenance Switch Controller (Optional) 

Data  
Address 

# 
Bytes Description 
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7.3 Load Outdoor SSPA Controllers to M&C Application 
 
The Outdoor SSPA Controllers can be monitored by the Universal M&C Application.  
All information is read-only.  
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Manual, Outdoor HPO PowerMAX System215735 REV D1 5 17 . 4 . 4  I P  S e t u p  W i n d o w  f o r  O u t d o o r  S S P A  C o n t r o l l e r s  T h e  I P  S e t u p  W i n d o w  i s  c o m m o n  f o r  a l l  c o n t r o l l e r s ,  a n d  i s  u s e d  t o  a d j u s t  t h e  I P  s e t -t i n g s  f o r  t h e  c o n n e c t e d  u n i t .  T h e  I P  A d d r e s s ,  G a t e w a y  A d d r e s s ,  S u b n e t  M a s k ,  L o c a l  P o r t  a n d  I P  L o c k  A d d r e s s  m a y  a l l  b e  m o d i f i e d .  S e e  F i g u r e  71 4.  C h a n g e s  t o  t h e s e  s e t t i n g s  r e q u i r e  a  u n i t  r e s t a r t  b e f o r e  t h e y  a r e  a p p l i e d .
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This will display the IP settings: 
 
0 Ethernet Adapter: 

IP Address:  192.168.0.3 

Subnet Mask: 255.255.255.0
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http://www.paradisedata.com



