
















When installing the SSPA, make sure to use the lifting handles 



















































































The Fault Mute Cause section displays the cause of the last condition that triggered a fault mute state. If no cause exists, it
will display None. Other conditions include: AuxFlt (Mute fault condition triggered by a detected Auxiliary fault); ExtM (Mute













Figure 26: Communication > SNMP Setuip > Community Get Selection

Community Set
Pressing the Community Set button opens the Community Set menu,















Pressing the Action button opens the Action menu, from which the user can select whether a Low or High Forward RF power











Figure 68: Redundancy > Priority Select Menu

Standby Select Button
Pressing the Standby Select button opens the Standby Select men









































































N+1 Addressing
During initial system installation, an appropriate N+1 address has to be selected for each unit in the system. Each unit should
be assigned a unique N+1 address. The valid addressing range is 1 to 16 for any type of system configuration. Address 0 is
reserved for factory debugging and should not be used. Assigning an address higher than the total number of SSPA chassis
in the system (i.e., address 10 for a system comprising four 5R



To view the RF power detector reading on the front panel:

1. Tap the Home icon;
2. Tap the Status button;
3. Tap the RF/Temp. button;
4. The Forward RF value is displayed in the top left.

N+1 Fault Detection
The N+1 system carries comprehensive fault detection logic. Eac





  Note: Teledyne Paradise Datacom does not recommend changing this setting from the factory pre-set
due to possible frequent false alarms that may be generated if set at a much lower level. However, it is
possible to adjust the setting in the Universal M&C software.
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Figure 12: Web Upgrade Authentication Window

The firmware upload form will load in the browser window. Click



















Figure 3: Outline Drawing, Link Cable























� ) � L � J � X � U � H � � � � � � � � � 2 � X � W � O � L � Q � H � � � ' � U � D � Z � L � Q � J � � � � � / � L � Q � N � � � 3 � R � U � W � � � & � D � E � O � H � ) � L � J � X � U � H � � � � � � � � � � � � � � � � � 5 � H � G � X � Q � G � D � Q � W � � � 6 � \ � V � W � H � P � � � : � L � U � L � Q � J � � � ' � L � D � J � U � D � P

















Teledyne Paradise Datacom
Drawing Number 216512-10 Revision -

RA 7714
Last Modified: 10 April 2019

UNCONTROLLED WHEN PRINTED!
You can view the latest revision of this manual section on the Teledyne Paradise Datacom web site:

http://www.paradisedatacom.com/xml/216512/216512-10.xml

USE AND DISCLOSURE OF DATA
EAR99 Technology Subject to Restrictions Contained in http://www.paradisedatacom.com/xml/216594/216594-1.xml.

















No Errors 0 Normal condition; no errors detected.































SNMP version 1 (SNMPv1) is the initial implementation of the SNMP protocol. SNMPv1 operates over protocols such as



--paradiseDatacom(1.3.6.1.4.1.20712)
  |
  +--deviceINFO(1)
  |  |
  |  +-- r-n OctetString deviceID(1)
  |  +-- rwn OctetString deviceLocation(2)
  |  +-- r-n OctetString deviceRevision(3)
  |  +-- r-n Enumeration deviceType(4)
  |
  +--devices(2)

 |
 +--paradiseDevice(1)
 |  |
 |  +--settings(1)
 |  |  |
 |  |  +--settingsEntry(1) [settingIndex]
 |  |     |
 |  |     +-- rwn Integer32   settingIndex(1)
 |  |     +-- rwn Integer32   settingValue(2)
 |  |     +-- r-n OctetString settingTextValue(3)
 |  |
 |  +--thresholds(2)
 |  |  |
 |  |  +--thresholdsEntry(1) [thresholdIndex]
 |  |     |
 |  |     +-- rwn Integer32   thresholdIndex(1)
 |  |     +-- r-n Integer32   thresholdValue(2)
 |  |     +-- r-n Enumeration thresholdStatus(3)
 |  |     +-- r-n OctetString thresholdText(4)
 |  |
 |  +--conditions(3)
 |     |
 |     +--conditionsEntry(1) [conditionsIndex]
 |        |
 |        +-- rwn Integer32   conditionsIndex(1)
 |        +-- r-n Integer32   conditionsValue(2)
 |        +-- r-n Counter     conditionsEventCount(3)
 |        +-- r-n OctetString conditionsText(4)
 |
 +--paradiseDeviceA(2)
 |
 +--paradiseDeviceB(3)
 |
 +--paradiseDeviceC(4)
 |
 +--modem(5)











6. See update data in output data box (Figure 13).







  +--paradiseDeviceB(3)
  |
  +--paradiseDeviceC(4)
  |
  +--modem(5)

Extended SNMP MIB Tree Elements in Detail
deviceRevision -- Octet string type; maximum l





























Figure 3: Enter IP Address and Port Address for UDP COMs

Specify the Unit's unique address in the Amplifier Address box. If you don't know the address of the unit you may search for
îőseayős













Figure 9: Universal M&C Software > SNMP tab





Figure 12: Add Compact Outdoor SSPA > Internet Connection







Figure 16: Status Tab > Signal Indicators

To the left of the thermometer display are several indicators that show various operating conditions of the Compact Outdoor
Amplifier in real time. These indicators are helpful for any diagnostic procedures and consist of: Power Supply Voltage



Figure 19: Compact Outdoor SSPA > Settings Tab

The Compact Outdoor amplifier will power up with the "last-state" settings before the unit was powered down. Whatever
attenuation setting or mute state the amplifier was in when powered down will be the restored settings when the amplifier is
powered back on.

Operation Mode [1]
Select between stand-alone (single unit), Dual 1:1 mode, 1:1 Redundant mode, or Maintenance Switch mode.

Hierarchical Address [2]



Standby Mode [8]
Selects between Hot and Cold standby mode for units in redundant systems.

BUC Reference [9]

















Figure 27: Add N+1 System Selection Window



























Figure 48: Universal Mferences > Logs
























