
AXIOM-R 
Outdoor Satellite Modem

A Rugged and Compatible 
Member of the Paradise Modem Family
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Overview

Optimized for Low Power

Markets & Applications

If you have mission critical data, require continuous 
availability and the utmost security, then you’re in 
our world. The new AXIOM-R is our most powerful 
Rugged Outdoor SCPC satellite modem, suitable for 
direct antenna mount.
 
Designed from the ground up to be rugged, the 
AXIOM-R is focused on outdoor fixed and portable 
applications and is ideal for comms-on- the-move.

Features include:
•	 Weatherproof: IP67 rated design 
•	 Size: 381mm (15”) x 280mm (11”) x 57mm (2 1/4”)
•	 Weight: 4Kg
•	



Page 3 of 8

AXIOM-R

AXIOM-R - Outdoor Satellite Modem 

New Web User Interface
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AXIOM-R - Outdoor Satellite Modem 

Main Specifications Modulator Specifications

Demodulator SpecificationsRouter Specifications

Topology Point to Point or Star Modem within a  
Point to Multipoint Network

Standard DVB-S2: (EN 302 307-1)
DVB-S2X: (EN 302 307-2)

Frequency L-band: 950 to 2150MHz (resolution 1Hz)

Data Rates Standard: 2,048kbps (Tx); up to 230Mbps (Rx)
Tx Options: 5Mbps, 10Mbps, 25Mbps, 100Mbps,
& 345Mbps

Data Rate 
Limits

DVB-S2/S2X: Up to 345Mbps Tx & 230Mbps Rx
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