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AXIOM-X Encryption - Small Form Factor Satellite Modem Card 

Main Specifications Modulator Specifications

Demodulator SpecificationsRouter Specifications

Topology Point to Point or Star Modem within a  
Point to Multipoint Network

Standard DVB-S2: (EN 302 307-1)
DVB-S2X: (EN 302 307-2)

Frequency L-band: 950 to 2150MHz (resolution 1Hz)

Data Rates Standard: 2,048kbps (Tx); up to 230Mbps (Rx)
Tx Options: 5Mbps, 10Mbps, 25Mbps, 100Mbps,
& 345Mbps

Data Rate 
Limits

DVB-S2/S2X: Up to 345Mbps Tx & 230Mbps Rx

Tx Symbol  
Rate Limits

DVB-S2/S2X: 90ksps to 100Msps

RX Symbol  
Rate Limits

DVB-S2/S2X: 90ksps to 98Msps 
(98Msps@QPSK, 85Msps@8PSK/8APSK, 64MSps@16AP-
SK, 51Msps@32APSK,43Msps@64APSK, 36Msps@128AP-
SK, 32Msps@256APSK)

DVB 
Features

ACM/VCM, DVB Encapsulation, GSE Encapsulation

Modulator DVB-S2:
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Global Sales O�ces

Teledyne Paradise Datacom reserves the right to change specifications of products described in this document at any time without 
notice and without obligation to notify any person of such changes. 

Refer to the website or contact Sales or Customer Support for the latest product information. The information contained herein is 
classified EAR99 under the U.S. Export Administration Regulations. The modem itself is classified ECCN 5A002.a.1 and is subject to U.S. 
Department of Commerce export control. Export re-export or diversion contrary to U.S. law is prohibited. 
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