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The one-way packet processing limit for header compression is 60,000 packets per 
second (pps); the two-
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Chapter 6  User Interfaces 

6.1 User Control 

The modem has a 
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Note that the web browser pages served by the modem will be 
automatically reconfigured to 
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6.2.9.2 BUC LO Frequency 

Range: -99.999GHz



QFlex-400 and Q-



QFlex-400 and Q-Lite Satellite Modem Installation and Operating Handbook



QFlex-400 and Q-



QFlex-400 and Q-







QFlex-400 and Q-Lite Satellite Modem Installation and Operating Handbook 
 

 6



QFlex-400 and Q-Lite Satellite Modem Installation and Operating Handbook 
 

 6-30 

 
Figure 6-12  Edit->Unit->M&C->SNMP Screen 

The Simple Network Management Protocol (SNMP) can be configured for use with SNMP 
v1, v2c and v3. 
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6.2.15.5 BUC DC Current Alarm 
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6.2.16.1 Station Clock Source 

 

None No station clock source has been selected. 
 

BNC The 
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be downloaded from the web site to a temporary location that can be accessed by the 
browser and modem. 
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Figure 6-20  Edit->Unit->Upgrade 
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6.2.2.1 
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M&C requests will then automatically find their way to the remote 
modem. 
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6.2.3.15 Ethernet Speed/Duplex 
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6.2.4.6 DHCP Server Start/End Addresses and Traffic IP Address 

The DHCP server start and end addresses allow a range of IP addresses to be defined that 
are managed by the modem. It will allocate these to local network devices when they make 



QFlex-400 and Q-Lite Satellite Modem Installation and Operating Handbook 
 

 6-60



QFlex-400 and Q-Lite Satellite Modem Installation and Operating Handbook 



QFlex-400 and Q-Lite Satellite Modem Installation and Operating Handbook 
 

 6-62 

6.2.4.16 MPEG Over IP Type 

UDP/TS 
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process should therefore involve either a short loop around the HPA or a long loop around 
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6.2.12.6 System Log 
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The Cyclic Error forces a single error to be injected periodically.  The frequency can be 
selected from a drop-down box (in bits) which appears once the cyclic error is selected.    
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Figure 7-1  Internal Tx Clock Mode 
 
 

7.1.1.2 Tx Clock In 

When Tx Clock In is selected, the DTE equipment is responsible for providing the clock. 
The modem provides a signal on Send Timing (ST) in this mode and requires a clock signal 
to be provided on Terminal Timing (TT). The ST signal is provided in order to allow the DTE 
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7.3.4.2 1:N IP Operation 

The following rules should be observed when using 1:N redundancy for IP. 
 

1. In 1:N mode, the M&C IP addresses 
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When the M&C port is not bridged to the traffic port(s) then it has its own IP address. In this 
case the IP traffic port and M&C port must be on different subnets because otherwise the 
modem does not know which port to respond out of. 
 

7.8.2.1 Gateways 
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7.8.10 Traffic Shaping 

Traffic shaping provides control over the management of data within the modem. Specifically, 
it provides a guaranteed quality of service for defined IP data streams. It is aligned with all of 
the major quality of service schemes and can be used to extend terrestrial services over 
satellite to create fully provisioned end-to-end services, thereby providing direct support for 
the implementation of customer service level agreements. Key time-based performance 
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Figure 7-16  QFlex-400 Modem Paired Carrier+ Processing 
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Chapter 9  Data Interfaces 
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Q3001 LVDS 
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11.2 Transmit Warnings 

Fault Text 
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Unit warning: Rental SAF 
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Parameter Modem 

Bearer Types T1-D4, T1-ESF and E1-G.732 

Timeslot Selection 
Independent selection of arbitrary timeslots for both 
drop and insert. 
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12.5 FEC Minimum/Maximum Data Rates 

 

FEC/Modulation FEC Rate 
Min Data  
Rate kbps 

Max Data  
Rate Mbps 
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DVB-S2 QPSK  





QFlex-



QFlex-400 and Q-Lite Satellite Modem Installation and Operating Handbook 



QFlex-400 and Q-Lite Satellite Modem Installation and Operating Handbook 
 

 13-3 



QFlex-400 and Q-



QFlex-400 and Q-



QFlex-400 and Q



QFlex-400 and Q-Lite Satellite Modem Installation and Operating Handbook 
 

 13-7 

 
 

Figure 13-5 Edit->Tx-Rx->Advanced Screen for G.703 
 
This contains the following options: 

• 
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Figure 13-10 
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[Remote Site] 
TX Clock source = Lowest Active E1 port 

 
RX Clock source = Satellite  
 
The EIA-
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Normal 
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Chapter 14 r 14 
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