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Weight 
 25A, 50A Approx. 60g 
 75A, 100A, 125A Approx. 100g
Housing material Noryl, black
Baseplate 
 25A, 50A Aluminium 
 75A, 100A, 125A Copper,ctuakel-plated

Relay 
 Mounting screws M5 
 Mounting torque 1.5-2.0Nm

Stripping length (X) 

 

    



STHC Series
Output up to 125A, 660 VAC

Single-Phase Industrial Solid-State Relay

Page 6 SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE © 2024 TELEDYNE RELAYS



© 2024 TELEDYNE RELAYS (800) 284-7007 • www.teledynerelays.com Page 7

STHCxx25

TA TA

Ambient Temp. (°C)

Thermal Resistance (°C/W)Load 
Current (A)

STHCxx50

STHCxx75 STHCxx100

 

0.66



STHC Series
Output up to 125A, 660 VAC

Single-Phase Industrial Solid-State Relay

Page 8 SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE © 2024 TELEDYNE RELAYS

STHCxx125 Operating temperature	 -40°	to	+80°C	(-40˚	to	+176˚F)
Storage temperature		 -40°	to	+100°C	(-40˚	to	+212˚F)
Junction temperature	 ≤	125˚C	(257˚F)
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